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ȣÐÒÅÐÁÒÅ the SR500ex PAPR for 
first use  

BEFORE YOU START: 
 
Check that the equipment is complete in 
accordance with the packing list and has not 
been damaged in transit. 
 
Packing list (on top): 

¶ User instructions 

¶ Pre-filter holders EX, 2x 

¶ Particle filters, 2x 

 
Packing list (underneath): 

¶ Fan unit EX 

¶ Battery EX 

¶ Belt EX 

¶ Filter adapters, 2x 

¶ Pre-filter, 10x 

¶ Flow meter 

¶ Battery charger EX 

¶ Cleaning tissue 

 
Complete contents: 
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ȣÐÒÅÐÁÒÅ ÔÈÅ battery  

New batteries must be charged before they are 
used for the first time. On delivery, the battery 
fitted in the fan unit is provided with protective 
tape over the terminals. Remove the battery and 
remove the tape. 

 
Check that the gasket which is situated around 
the contact plate opening underneath the 
battery is intact. 

 
Connect the battery to the battery charger. 
Connect the charger plug to a wall socket.  
N.B.! Main voltage 100-240 V 
The charger carries out charging in four stages. 

1. Yellow LED. Battery analysis and 
initiation. 

2. Orange LED. The battery is being charged 
at maximum charging current. 

3. Green ς Yellow Intermittent flashing 
LED. Top of charging mode. 

4. Green LED. Charging completed. 
Switches to maintenance charging mode. 

When charging has been completed, pull the 
plug out of the socket before separating the 
battery from charger. 
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ȣËÎÏ× ÔÈÅ ÆÉÌÔÅÒÓ 

FROM LEFT TO RIGHT: 
Particle filter SR 710 P3 R 
Particle filter SR 510 P3 R 
Gasfilter SR 518 A2 
Gasfilter SR 515 ABE1 
Gasfilter SR 597 A1BE2K1 
Combined filter SR 599 A1BE2K1-Hg-P3 
 
The choice of filters/combined filters depends on 
factors such as the type and concentration of 
pollutant. The fan unit may be used with only 
particle filters SR 510 / SR 710 or with a 
combination of particle filters and gas filters or 
with a combination filter SR 599. SR 710 is only a 
particle filter and can´t be combined with a gas 
filter. 
The filters used must be of the same type, i.e. 
two SR 510 P3 or two SR 518 A2/SR 510 P3, etc. 
When filters are changed, both filters/combined 
filters must be changed at the same time. 
The particle filter must always be used ς either 
separately or in combination with gas filter. 
 

 

The gas filters must always be combined with 
particle filters P3 R. Press the filters together so 
that the arrows on the particle filter point 
towards gas filter. 

 
 

A click confirms that the filters are fully together. 
This now works as a combined filter. 
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ȣÁÓÓÅÍÂÌÅ ÔÈÅ battery  

On delivery, the battery fitted in the fan unit is 
provided with protective tape over the 
terminals. The battery cover locks the battery. 
Raise the cover a few centimetres, push with the 
thumb resting on the battery and withdraw the 
battery. 

 
Remove the tape and charge the battery. 

     
Push the battery back into the battery 
compartment. Check that the battery has been 
pushed in as far as it will go and that its lock is 
operative. 

                    
 

 
ȣÁssemble the waist belt  

Place the fan upside down. The belt should be 
mounted so that the belt is pointing upwards. 

 



SR500ex PAPR τ How to Copyright © 2020 by The S.E.A. Group 6 

Insert the three tongues of the belt half into the 
slot in the fan. 
Begin to insert the upper tongue and then turn 
the belt into the fan. 

 
All three tongues are now in place. 

 
 

Press down the three lips locking the belt half. 

 
Correctly mounted belt. 

 

 
ȣfit a particle filter  

Check that the gaskets in the filter mounting of 
the fan unit are in place and are in good 
condition. 
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Snap the filter onto the filter adapter. 

 
Do not press onto the centre of the filter ς it 
might damage the filter paper. 

 
Screw the adapter into the filter mounting so far 
that the adapter will be in contact with the 
gasket. Then turn it about 1/8 turn further in 
order to ensure a good seal. 

 
Fit one pre-filter into the filter holder. 
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Press the filter holder onto the particle filter. 

 
Correctly mounted pre-filter holder with particle 
filter. 

 

 
ȣcombine gas & particle  filters  

Snap the particle filter onto the gas filter. The 
arrows on the particle filter must point towards 
the gas filter. 

 
Do not press onto the centre of the filter, as it 
might damage the filter paper. 
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Screw the filter combination into the filter 
mounting so far that the filter will be in contact 
with the gasket. Then turn it about 1/8 turn 
further in order to ensure a good seal. 

 
Fit one pre-filter into the filter holder. 

 
 

Press the filter holder onto the particle filter. The 
filters used must be of the same type, i.e. two SR 
510 P3 or two SR 518 A2/SR510 P3, etc. 
When filters are changed, both filters/combined 
filters must be changed at the same time. 

 
Correctly mounted pre-filter holder. 

 
 
 
 
 
 
 
 
 
 
 


