
EVO FLASH VPS SUPER LIGHT SPLASH SUITABLE FOR NOT SUITABLE FOR

Viton® 
Rubber

X X

• Acids, all concentrations
• Alcohols, long chain
• Aliphatic HC*
• Aromatic HC*
• Chlorinated HC*
• Benzenes

• Ester
• Aldehydes & Ketones
• Nitriles

Butyl 
Rubber

X X

• Acids, all concentrations
• Alcohols, all types
• Ester
• Aldehydes & Ketones
• Nitriles
• Plasticisers
• Low gas permeability

• Aliphatic HC*
• Aromatic HC*
• Chlorinated HC*

Chloroprene 
Rubber

X X

• Acids, dilute to medium conc.
• Alkaline, all concentrations
• Alcohols, long-chain
• Aliphatic HC*

• Aromatic HC*
• Chlorinated HC*
• Aldehydes & Ketones
• Benzenes

Barrier 
Laminate

X X X

• Extremely low gas permeability
• Acids, dilute to medium conc.
• Alkaline, dilute to medium conc.
• Alcohols
• Aliphatic HC* (most)
• Aromatic HC* (most)

• Aliphatic HC* (some)
• Aromatic HC* (some)
• Chlorinated HC*

PVC X X

• Acids, dilute to medium conc.
• Alkaline, dilute to medium conc.
• Alcohols, long-chain
• Aliphatic HC*

• Aromatic HC*
• Chlorinated HC*
• Aldehydes & Ketones
• Benzenes

*HC= Hydrocarbons, i.e. typically organic solvents.
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SUIT MATERIAL GUIDE
COMPOSITION & CHEMICAL RESISTANCE OF SUIT MATERIALS
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